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Thank You For Choosing Smart Panel®

Please take a few minutes to review this installation booklet before you start.

The assembly and installation of the Smart Panel® were designed for fast and

easy installations. We strongly suggest you seek the services of a
licensed/insured plumber or contractor. Local regulations may supersede

other regulations so install where permitted by local plumbing regulations. If

you encounter any installation or per
hesitate to contact us. Our phone numbers are listed on our website and at

the end of this manual.

Tools and Materials - Before You Begin

THIS INSTRUCTION BOOKLET IS ON OUR
WEBSITE IN LARGE FORMAT FOR EASIER
VIEWING OF SMALL PHOTOS / DRAWINGS.

Observe all local plumbing and building codes. For safetyés sa
protective eyewear to safeguard yourself.  These instructions show
suggested installation procedures; your particular installation may require
other construction technigques. Make sure you will have enough room:

1. To mount the Smart Panel ( mi n 8 3 0 shbwemnfloor to topeof

the Smart Panel™ with wall fully tiled to at least that height).

2. To cut the existing water lines.
Thei nstall ation of a Compression Connect
readily available from your local plumbing supply. If there is not enough
room, you may have to cut open the wall to have an access space (a
licensed/insured plumber/tile company can do this) to remove the old
plumbing fixture. INn no case should the access space in the
wall be larger than that which you can cover with the

Smart P .aPreagelrekd these instructions carefully to familiarize you
with the required tools, materials and installation sequences. Follow the steps
in the order presented. This will help you to avoid mistakes. Unpack and
inspect the shower panel for damage. If you find any damage, do not install
the panel. Report the specific problem to your dealer or shipper immediately.
After inspection, return the shower panel to the carton until you are ready to
install it.

Smart Panel® Components Provided
Included Parts
1- Stainless Frame with brass fittings
2- Chromed Brass 7 &howerhead with seal
3- Chromed Brass Elbow with brass nut & washer
4- Chromed Brass handheld wand with seal
5- Stainless Mounting bracket with screws & inserts
6- 56 Shower hose
7- This instruction book



The schematics below give the rough-in dimensions for new or remodeling
positions for the copper pipes to be placed for the installation of the Smart
P a n e | Ifis important to note that whatever installation you choose, new,
remode | or existing ensure that the 10 Ml
installs is outside your shower wall by a t | eandtt hiJd he ALO o]

pointing downward. Cover the wall opening by sealing or
tiling over so that the stainless steel flexible
connector hoses are outside the wall.

Rough-in shower tuk

View facing wall

Nominal height 79° on center for
showerhead eloow pipe

Top of panel

Before drilling the mounting
84 ?/4 “ bracket holes pay attention if
~ hot and cold water supply pipes
cross this area

8’3 "
~ NOTE: Stub 1/2" MIP "L"
facing down 1/2" from
finished wall
Hot old
Va
3 A~
’g// iy 5 #, t
’%? " 36 "

PL Shower tray floor & f

Flat wall mount




Limited One-Year Warranty

For residents of the U.S. and Canada, the Smart Panel® is warranted to be
free of manufacturing defects. Smart Showers will, at its election, repair,
replace, or make appropriate adjustment where inspection discloses any
such defects occurring in normal usage within one year after purchase.
Smart Showers is not responsible for installation or removal costs. To
obtain warranty service, contact Smart Showers either through your Dealer or
Plumbing Contractor or by calling 1-877-548-7234 or 1-561-736-7606 or by
writing directly to the following US address: Smart Showers, 1728 Corporate
Drive, Boynton Beach, Florida 33426.

Implied warranties, including that of merchantability or fitness for a
particular purpose, are expressly limited in duration to the duration of
this warranty. Smart Showers disclaims any liability for special,
incidental, or consequential damages.

Some states do not allow limitations on how long an implied warranty lasts or
the exclusion or limitation of special, incidental, or consequential damages,
so these limitations and exclusions may not apply to you. This warranty gives
you specific legal rights. You may also have other rights which vary from
state to state. This limited warranty provides specific legal rights as they
apply within the U.S.A. and Canada. We regret that no warranty is available
for Smart Panel® installed outside of the U.S.A. and Canada although we will
attempt to provide telephone assistance if possible.

This is our exclusive warranty.

Assembly and Installation of Smart Panel®
Tools needed in assembly and installation
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Safety {J Drill Screwdriver Pencil

Glasses
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Level &= Pipe Tape

Wrench Measure Small Hacksaw

Smart Panel® Components Provided

Smart Panel® with all valves and plumbing, showerhead with flow
restrictor/washer, brass nut and washer, showerhead elbow, escutcheon
plate, backing plate (on some models), handheld wand, handheld wand
shower hose and rubber washer, stainless mounting bracket, two mounting
hole inserts and two stainless screws. The pictures for these components
are shown throughout this booklet.

You must install this shower panel to an adequately supported, level wall.
The Smart Panel® is a surface mount panel. It is mounted on top of the tile
or marble wall, and not recessed into the wall. Set the panel upon the wall to



see if its position will be compromised by an uneven wall or obstruction.
Before installation, provide access to all connections. Make sure the
installation area is clean and free of all debris. If remodeling, mount the panel
to the new wall as explained by the installation instructions below.

Assemble the tools needed: 5/ 1606 dr i | | bit or , sfohel 6 0
or concrete shower walls, Phillips screwdriver, Crescent wrench, tape
measure, level, power drill or equivalent and small hacksaw (if needed to cut

copper pipe).

The panel is shipped partially disassembled. It needs to be assembled
before installation. Two people will be necessary for the installation.
Turn off the water to the bathroom where you will be installing the Smart
Panel®. Check the shower location area where the Smart Panel® will be
mounted. Make sure no irregularities or protrusions from the tile or other
obstructions will interfere with the mounting of this panel.

1. Unpack the panel. View of the panel inverted.

2. Screw the handheld shower to the shower hose provided. If the rubber
gaskets are not in place, install one of the provided gaskets on the end of the
shower hose. Pay attention that each hose end is different. The tapered end
goes to the handheld shower and the other end to the shower water outlet
near the bottom of the panel.



3. Ensure that the flow restrictor/washer is installed in the showerhead.
Remove the large brass nut and washer from the shower arm. Attach the
shower arm to the Smart PanelE  wi t h the brass nut and
removed. Attach the showerhead to the shower arm. Install a filter washer in
the showerhead water line and connect the showerhead water line to the
shower arm. Tighten the connector with a wrench while holding the shower
arm to prevent it from turning, but do not over tighten.

Assembly of the Smart Panel™ is complete.



Installation Instructions

NOTE: Check again to make sure the water to the shower is off before
proceeding.

If the Smart Panel® is being installed in new construction, the hot and cold
water plumbing outlets need to be stubb
threed MIP)AiLO ends facing downward

If the Smart Panel® is to replace an existing shower fixture:

1. Remove the old showerhead, shower arm, hot/cold water valve,

diverter (if installed) and bathtub fill (if installed). You do not need to do

anything with the other existing plumbing inside the wall. It remains there
unused. After everything is removed vy
ends facing downward outside the finished shower wall. This means you

need to extend your plumbing somewhatsothat you end up with
ends outside the finished walls. Seal the open wall area to prevent possible

water intrusion. In the unlikely event that you ever have a water leak from

any of our components, it will drip harmlessly onto the shower or tub floor.

2. You EITHER need to get an adapter (Compi
S

COMP x (imhoMh&@ve your licensed plumber
thread (MIP) s facdngdownwdrd.iL 0 ends
3. An example of a Compression Connector appears in the pictures

below. Remove the brass ferrule from the Compression Connector and
discard.

4., Make sure the water has been turned off to the shower. Open
the shower valve to release any pressure in the lines.




5. Use a small hacksaw to cut out the old plumbing fixture after removing
the old handle(s) and cover plate (escutcheon). A licensed plumber can
extend the piping outside the wallands ol der the 10 male co
can purchase and install Compression Connectors (pictured above) from your
local plumbing supply. Once the threaded ends are in place you will be able
to connect the Smart Panel E directly to
First make sure you have the mounting bracket installed on the wall as you

do not want to let the panel hang by its hoses.

Mounting the Smart Panel® to the Shower Wall

6. While one person holds the shower panel, the other measures from the

shower floor to the bottom of the showerhead. Make a mark on the shower

wall with a soft pencil or non-permanent marker at that measured point.
Determine what he i g h't is best for you. It sho
check your local plumbing and building codes). In any event the shower

panel must cover any holes created by removing the old fixtures (vertically

and horizontally).

7. Mark the bottom oftheshower panel 6s position on th

Back view of the Panel

Brace only.
Not Used.

Main Mounting Bar

Distance “A” — Brace only.
Not Used.




8. Measure from the bottom of the panel to the mounting bar on the back of
the panel. This is distance A. Put the panel aside.

10//
P >
)
~]
|
0
|
il eflil A

L [ ] j
n
N
) S =
Co) ]

s [ o o &

12345
D&

B 2. L

WAL

10es5”

>
a]
RN TS

L
[G)
%

9 # 31/
9. Add distance A to the previously made lower mark on the wall. This is
the mounting height for the mounting bracket. Center the bracket on the
shower wall on this line. Locate the mounting bracket on the wall while
holding a level to ensure a straight and level mount. Mark 2 circles on the
wall using the 2 screw holes in the mounting bracket as a template.

USE THE LEVEL OR YOUR PANEL WILL NOT BE STRAIGHT.

10. Dri | | two 5/ 160 holes 0% Udelamasoneybik s ma
to drill through concrete, tile or marble.
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11. Push in or tap the plastic mounting inserts supplied with the Smart
Panel E flush to the wall

12. Mount the mounting bracket to the shower wall with the screws provided.
Tighten securely but do not over tighten.

13. After mounting the bracket to the wall pull down firmly on the bracket to
ensure the mountingds integrity

14. While one person holds the panel, the other connects the water lines to
the hot and cold water outlets. The hot water outlet (left) goes to water inlet
hose on the right side of the panel when viewed from the rear. Do not over
tighten.

15. Turn the water back on and check for leaks. Installation is complete.

SIVIART,

Enjoy your PA ELM by Smart Showers
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